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POLYTAPP
HOT TAPPING VALVES

Specifications:
• Molded From PE4710 / PE3408 HDPE 

Resin
• Max Operating Pressure: Gas‐125psi / 

Water‐250psi
• Min. Required Strength: 10.0 MPa
• Temperature Range: ‐20°F to 140°F
• Pipe Connection Via Butt Fusion or 

Electrofusion
• Full Bore
• Short stem or extended stem 

available
• SDR 11
• ¼ turn operation
• Thread × Electrofusion 

Standards:
• Meets NSF Standard 61
• Meets AWWA Standards C901 & C906
• Meets ASTM Standards F1055, D2513, 

& D3350

PART NO. SIZE

TRI1090 2” IPS

TRI1100 4” IPS

TRI1110 6” IPS

TRI1120 8” IPS

TRI1130 12” IPS

TRI1135 14” IPS

TRI1140 16” IPS

COMPONENT MATERIAL

Body Polyethylene (PE)

Ends Polyethylene (PE)

Ball Polyethylene (PE)

Ball Seat Buna-n (Rubber)

Supporting Ring Polypropylene (PP)

Stem Acetal

Operator
Fiber-Reinforced 

Polypropylene

Stem O-Ring Buna-n (Rubber)

Adapter Ground Water Seal Buna-n (Rubber)


